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Engineered for Sonic Excellence

F215 MKII

 590mm
1'-11 1/4"

 

 845mm
2'-9 1/4"

 

 603mm
1'-11 3/4"

 

12 x M10 fly points 25 x M8 mount points

60Hz - 250Hz
63kg (139lbs)

Array Dependent
2 x Neutrik NL4

Frequency Response (-3dB):
Weight:
Nominal Dispersion:
Connectors:

Driver
Crossover
Frequencies

Sensitivity
(at 1m)*

Power
(AES)

Nominal
Impedance

2 x 15” 55Hz - 250Hz 102dB at 2V 2 x 400W 2 x 8Ω

The F215 MkII offers particularly well defined mid bass from a compact enclosure. Bringing new power,
clarity and output to an important yet often neglected area of the frequency spectrum.

Utilising similar bass loading technology to Funktion-One’s highly regarded F218, with Funktion-One
high performance drivers and an overall tuning for strong and accurate impact, the F215 delivers
outstanding upper bass performance. Typically used with Evo EH or SH in a modular system with
additional bass (F124, F221 or BR221).

The vertically stacked arrangement of the two horns, birch ply construction and optional wheels make
for a durable, convenient and high performance package.

Specific crossover settings can be found at
www.funktion-one.com/support

*Measured in half space

Features:
•Fully horn loaded for high efficiency
•Advanced loudspeaker driver design
•Integral Handles
•Optional Wheels
•Optional threaded pole mount
•Integrated M10 fly points for install
•2x drivers connected independently to NL4 1+/1- and 2+/2-


